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Federal Highway March 23, 2000 g
Administration
Refer to: HSA- 1
Mr. Pat Budke
President,

Sarvice Signing, L.C.
Cedar Falls, lowa 50613

Dear Mr. Budke:

Thank you for your letter of December 15, 1999, requesting Federa Highway Adminidiration
(FHWA) acceptance of your company’s traffic control devices for use in work zones on the
Nationd Highway Sysem (NHS). Accompanying your letter was a detailed description and
drawing of each device, and videos of the crash tests you conducted. Y ou requested that we find
the devices acceptable for use on the NHS under the provisions of Nationa Cooperative
Highway Research Program Report (NCHRP) 350 “Recommended Procedures for the Safety
Performance Evauaion of Highway Features” This letter finds your vertica pane crashworthy
an acceptable for use.

The FHWA guidance on crash testing of work zone traffic control devices is contained in two
memoranda. The first dated July 25, 1997, titled “Information: Identifying Acceptable Highway
Safety Features” established four categories of work zone devices. Category | devices were those
lightweight devices which could be sdf-certified by the vendor, Category Il devices were other
lightweight devices which needed individud crash testing, Category 11l devices were bariers and
other fixed or massive devices o needing crash testing, and Category 1V devices were trailer
mounted lighted signs, arrow panels, etc. The second guidance memorandum was issued on
August 28, 1998, and is titled “INFORMATION: Crash Tested Work Zone Traffic Control
Devices” This later memorandum lists devices that are acceptable under Categories I, 11, and 1lI.

The devices you are requesting acceptance for are consdered “Category I1” devices which
warrant forma crash testing with 820 kg automobiles a 100 km/hr and impacts both head-on and
at 90 degrees. Our reason for including vertical panels in Category |l was to ensure theat no
hazardous base units were used. Concrete blocks, tire rims, and wooden boxes have been used to
support vertical pands, any of which could snag the undercarriage of the vehicle or become
hazardous missiles, Your products, however, use low-profile bases whichhave been shown to be
safe. We understand that you intend to pursue additiona testing of your MUTCD Type 2
barricade according to NCHRP Report 350.

You tested your vertical panel numerous times at speeds in the range of 89 to 97 km/hr In every
case the pandl separated cleanly from the base and was knocked aside, showing no potentid to
impact the vehide's windshield. Based on your tests, dong with tests of other vertical panel
designs which included 90-degree testing, we can find your vertica pand acceptable for use on



either the ballasted plastic base or the recycled rubber base, In summary, the Service Signing,
L.C. Veticd Panel without lights as shown in the enclosed drawings is acceptable as a Test
Level 3 device on the NHS when proposed by a State.

Our acceptance is limited to the crashworthiness characteristics of the device and does not cover
its gructurd features, nor conformity with the Manua on Uniform Traffic Control Devices.
Presumably, you will supply potentia users with sufficient information on design and instalation
requirements to ensure proper performance. We anticipate that the States will require
certification from Service Sgning, L.C., that the devices furnished has essentidly the same
chemistry, mechanica properties, and geometry as that submitted for acceptance, and that they
will meet the crashworthiness reguirements of FHWA and NCHRP  Report 350. To prevent
misunderstanding by others, this letter of acceptance, designated as number WZ-35, shdl not be

reproduced except in full

Service Signing, L.C. Verticd Panels are patented products and considered “proprietary.” The
use of proprietary work zone traffic control devices in Federa-aid projects is generdly of a
temporary nature. They are sdlected by the contractor for use as needed and removed upon
completion of the project. Under such conditions they can be presumed to meet requirement “&’
given below for the use of proprietary products on Federal-aid projects. On the other hand, if
proprietary devices are specified for use on Federd-aid projects, except exempt, non-NHS
projects, they: (a) must be supplied through competitive bidding with equaly suiteble
unpatented items; (b) the highway agency must certify that they are essentid for synchronization
with exiging highway facilities or that no equdly suitable dternative exigts or; (c) they mugt be
used for research or for a digtinctive type of congtruction on relatively short sections of road for
experimental purposes, Our regulations concerning proprietary products are contained in

Title 23, Code of Federa Regulations, Section 635.411, a copy of which is enclosed.

Sincerely yours,

O L

Dwight A. Horne
- Acting Program Manager, Safety

Enclosure



§635.4117 I

the request. The RFHWA will have ap-
proval authority on the request.

(3) Requests for waivers may be made
for specific projects, or for certain ma-
terials or products in apecific geo-
graphic areas, or for combinations of
both, depending orn the circumstances,

(4) The denial of the request by the
RFHWA may be appealed by the State
to the Federal Highway Administrator
(Administrator), whose action on the
request shall be considered administra-
tively final.

(5) A reguest for s walver which in-
volves nationwide public interest or
availability Issues or more than one
FHWA region may be submitted by the
RFHWA to the Administrator for ac-
tion.

(6) A request for waiver and an appeal
from a denial of a request must include
facts and justification to support the
granting of the waiver. The FAWA re-
sponse to a request or appeal will be in
writing and made available to the pub-
lic upon request.. Any request for a na-
tionwide waiver and FHWA's action on
such a request may be published in the
FEDERAL REGISTER. for public comment.

(7) In determining whether the waiv-
ers described in paragraph (c)(1) of this
section will be granted, the FHWA will
consider all appropriate factors includ-
ing, but not limited to, cost, adminis-
trative burden, and delay that would be
imposed If the provision were not
walved.

(@) Standard State and Federal-aid
contract procedures may be used to as-
sure compliance with the requirements
of this section.

[48 FR 53104, Nov. 26, 1983, az amended at 49
FR 18821, May,3, 1984; 58 FR 38975, July 21,
1993] '

EDITORIAL NGTE: For a waiver document
affecting §635.410, see 60 FR 15478, Mar. 24,
1995.

§635.411 Material or product selec-
tion.

(a) Federal funds shall not partici-
pate, directly or indirectly, in payment
for any premium or royalty on any pat-
ented or proprietary material, Bpeci-
flcation, or process specifically set
forth in the plans and specifications for
a project, unless:

(1) Such patented or proprietary item
is purchased or obtained through com-

23 CFR Ch. | (4-1-97 Edition)

petitive bidding with equally suitable
unpatented items: or

(2) The State highway agency cer.
tifies either that such patented or pro-
prietary {tem is essential for synchro-
nization with existing highway facili-
ties, or that no equally suitable alter-
nate exists; or

(3) Such patented or proprietary item
is used for research or for a distinctive
type of construction on relatively
short sections of road for experimenta}
purposes.

(b) When there is available for pur-
chase more than one nonpatented, non-
proprietary material, semlifinished or
finished article or product that will
fulfill the requirements for an item of
work of a project and these available
materials or products are judged to be
of satisfactory quality and equally ac-
ceptable on the basis of engineering
analysis and the anticipated vrices for
the related item(s) of work are esti-
mated to be approximately the same,
the PS&E for the project shall either
contain or include by reference the
specifications for each such material or
product that is considered acceptable
for incorporation in the work. If the
State highway agency wishes to sub-
stitute some other acceptable material
or product for the material or product
desipnated by the successful bidder or
bid a8 the lowest alternate, and such
substitution results in an increase in
costs, there will not be Federal-aid par-
ticipation In any increase in costs.

(c) A 3tate highway agency may re-
quire a specific material or product
when there are other acceptable mate-
rials and products, when such specific
cholce is approved by the Division Ad-
ministrator as being in the public in-
terest. When the Division Administra-
tor's approval {8 not obtained, the item
will be nonparticipating unless bidding
procedures are used that establish the
unit price of each acceptable alter-
native. In this case Federal-aid partici-
pation will be based on the lowest price
80 established.

(@) Appendix A sets forth the FHWA
requirements regarding (1) the speci-
fication of alternative types of culvert
pipes, and (2) the number and types of
such alternatives which must be set
forth in the specifications for various
types of drainage installations.

Foederal Highway Administration, DOT

(o) Reference in specifications and on
plans to single trade mame materials
will not be approved on Federal-ald

contracts.

§635.413 Warranty clauses.

The S8HA may include warranty pro-
visions in Natlonal Highway System
(NHS) construction contracts In ac-
cordance with the following:

(a) Warranty provisioms shall be for a
ppecific comstruction product or fea-
ture. Items of maintenance not eoligible
for Federal participation shall not be
covered.

(b) All warranty requirements and
pubsequent revisions shall be submit-
ted to the Divislon Administrator for
advance approval.

(¢) No warranty requirement shall be
approved which, in the judgment of the
Division Administrator, may place an
undue obligation on the contractor for
items over which the contractor has no
control.

(d) A SHA may follow its own proce-
dures regarding the Inclusion of war-

§635.500

ranty provisgions in non-NHS Federal-
ald contracts.

(B0 FR 44274, Aug. 26, 1985]

§635.417 Convict produced materials,

(a) Materials produced after July 1,
1991, by convict Iabor may only be in-
corporated in a Federal-ald highway
construction project if such materials
have been:

(1) Produced by comnvicts who are on
parole, supervised release, or probation
from a prison or

(2) Produced in a qualified prison fa-
cility and the cumulative annual pro-
duction amount of such materinls for
use in Federal-ald highway construc-
tion does not exceed the amount of
such materials produced in such facil-
ity for use in Federal-aid highway con-
struction during the 12-month period
ending July 1, 1967,

(b) Qualified prison facility means any
prison facility im which convicts, dur-
Ing the 12-month period ending July 1,
1987, produced materials for use in Fed-
eral-aid highway construction projects.

[53 FR 1923, Jan. 25, 1988, as amended at 58
FR 38975, July 21, 1993]

APPENDIX A TO SUBPART D—SUMMARY OF ACCEPTABLE CRITERIA FOR SPECIFYING TYPES OF
CULVERT PIPES
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Mlac ol sninlel ly shown in the right-hand columna of type codes G and H having a combined

adam segmenis, respeci

and base of 7 in or more {or equivalent) or that are constructed on rigid bases.

2Types not included in curently
qualmtiﬁcatiun and approved by FHWA.

Subpart E—Interstate
Maintenance Guidelines

S0oURCE: 45 FR 20793, Mar. 31, 1980, unless
otherwise noted,

AASHTO specificalions may be specified if recommended by the Stale with ade-

§635.601 Purpose.

To prescribe Interstate maintenance
guidelines and sstablish the policy and
procedures to insure that the condition
of Interstate routes is malntained at
the level required by the purposes for
which they were designed.
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